
PART # STROKE ROD CLOSED OPEN
TAG 3506D 6” 1.75” 18.25” 463.55mm 24.25” 615.95mm

TAG 3508D 8” 1.75” 20.25” 514.35mm 28.25” 714.55mm

TAG 3510D 10” 1.75” 22.25” 565.15mm 32.25” 819.15mm

TAG 3512D 12” 1.75” 24.25” 615.95mm 36.25” 920.75mm

TAG 3514D 14” 1.75” 26.25” 666.75mm 40.25” 1022.25mm

TAG 3516D 16” 1.75” 28.25” 717.55mm 44.25” 1123.25mm

TAG 3518D 18” 1.75” 30.25” 768.35mm 48.25” 1225.55mm

TAG 3520D 20” 1.75” 32.25” 819.15mm 52.25” 1327.15mm

TAG 3524D 24” 1.75” 36.25” 920.75mm 60.25” 1530.35mm

TAG 3526D 26” 1.75” 38.25” 971.5mm 64.25” 1631.95mm

TAG 3528D 28” 1.75” 40.25” 1022.35mm 68.25” 1733.55mm

TAG 3530D 30” 1.75” 42.25” 1073.15mm 72.25” 1835.15mm

TAG 3536D 36” 1.75” 48.25” 1225.55mm 84.25” 2139.95mm

TAG 3542D 42” 1.75” 54.25” 1377.95mm 96.25” 2444.75mm

TAG 3548D 48” 1.75” 60.25” 1530.35mm 108.25” 2749.55mm

AG CYLINDER 3.5” bore
Max Pressure 3000psi   |   Dual Ports 3/4” UNO   |   Pins 1”
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